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Simulation of a Tubular Solid Oxide Fuel Cell Stack Operating
on Biomass Syngas Using Aspen Plus
Wayne Doherty,*,z Anthony Reynolds, and David Kennedy
Department of Mechanical Engineering, Dublin Institute of Technology, Dublin 1, Ireland
A tubular solid oxide fuel cell stack was modeled, and its operation on biomass syngas was investigated. The objective of this
work was to develop a computer simulation model of a biomass gasification–solid oxide fuel cell system capable of predicting
performance under various operating conditions and using diverse fuels. The stack was modeled using Aspen Plus and considers
ohmic, activation, and concentration losses. It was validated against published data for operation on natural gas. Operating
parameters such as fuel and air utilization factor Uf and Ua, respectively, current density j, and steam to carbon ratio STCR
were varied and had significant influence. The model was run on wood and miscanthus syngas. The results indicated that there
must be a trade-off between voltage, efficiency, and power with respect to j and that the stack should be operated at a low STCR
and a high Uf. Also, the stack should be operated at a Ua of 20%. Operation on biomass syngas was compared to natural gas
operation and, as expected, performance degraded. Better stack performance was observed for wood syngas compared to mis-
canthus syngas. High efficiencies were predicted making these systems very promising.
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As the contribution of renewable energy increases, biomass is
likely to play an important role as it is among the most promising
sources of renewable energy in the context of both environmental
and energy security issues. Traditionally, energy is recovered from
biomass through combustion at a low electrical efficiency 20–
25%. Biomass gasification systems offer much higher efficiencies
thus making the fuel suitable for power generation. Biomass gasifi-
cation is well suited for integration with high temperature fuel cells.
Reported electrical efficiencies for biomass gasification–solid oxide
fuel cell BG-SOFC systems range from 23–50%.1 These systems
offer highly efficient renewable energy and are modular in nature
making them ideal for decentralized combined heat and power
CHP applications, and as a result, have recently gained much
attention.2-10
Gasification occurs when a controlled amount of oxidant pure
oxygen, air, and/or steam is reacted at high temperatures with avail-
able carbon in biomass or other carbonaceous material within a gas-
ifier, producing a combustible gas. The combustible gas syngas is
composed mainly of hydrogen H2, carbon monoxide CO, meth-
ane CH4, carbon dioxide CO2, water H2O, and nitrogen N2
as well as small amounts of higher hydrocarbons. Air gasification
produces a syngas with low heating value, around 4–7 MJ/m3
higher heating value HHV, while O2 and steam blown processes
result in a syngas with a heating value in the range of 10–18 MJ/m3
HHV.11-13
SOFCs convert the chemical energy contained in a fuel gas di-
rectly to electrical energy via electrochemical reactions, making
them a highly efficient energy conversion device. The tubular SOFC
configuration is considered to be the most advanced and therefore
was selected for this study. This technology was developed by Si-
emens Power Generation Incorporated SPGI. These SOFCs can
utilize a wide spectrum of fuels natural gas, coal, and biomass
syngas due to their high operating temperature. CO-rich gases i.e.,
biomass and coal syngas are attractive and useful fuels for SOFCs
exhibiting excellent power generation characteristics comparable to
those for H2-based fuels.14 Various models have been developed to
simulate tubular SOFC performance, many of them for operation on
humidified H2 or natural gas.15-22 A review of SOFC models can be
found in the literature.23
In this work, the operation and performance of a tubular SOFC
stack on wood and miscanthus syngas were investigated. The objec-
tive of this work was to develop a computer simulation model of a
BG-SOFC CHP system capable of predicting system performance
under various operating conditions and using diverse fuels. The
SOFC stack model was developed using Aspen Plus. There is no
built-in model that can represent an SOFC. It is common to develop
a complete SOFC stack model in a programming language and link
it to Aspen Plus as a subroutine.24 The subroutine must incorporate
complex phenomena making them difficult and time consuming to
develop and use. An alternative method proposed by Zhang et al.,24
using existing Aspen Plus unit operation blocks with minimum re-
quirements for linking of a subroutine, was used. The model is of
equilibrium type and is based on Gibbs free energy minimization.
The SOFC model performs heat and mass balances and considers
the ohmic, activation, and concentration losses for the calculation of
the operating voltage. Published data for the SPGI tubular SOFC
stack operating on natural gas was used to validate the model. Sen-
sitivity analyses were carried out to give insight into the influence of
the main variables on the system. The model was run using many
different fuels, syngas from wood, and also miscanthus gasification.
For the wood case, data from the Güssing biomass gasification CHP
plant was used.5 In the miscanthus syngas, data from a pilot scale
circulating fluidized bed CFB gasifier was used.25
Technology Description
Biomass gasification systems.— The Güssing biomass CHP
plant utilizes 8 MW of wood chip fuel to produce 2 MWe of elec-
tricity grid connected by a gas engine and 4.5 MWth of heat dis-
trict heating system. The wood syngas is produced using an atmo-
spheric pressure dual fluidized bed steam gasifier. This type of
gasifier operates with two separate zones: the combustion zone and
the gasification zone. Char is combusted with air in the combustion
zone and the heat is transferred to the gasification zone via circulat-
ing bed material. This heat drives the endothermic steam gasification
reactions, which produce the syngas. A more detailed description of
the process can be found in the literature.5,11 Efforts are ongoing to
get an SOFC stack installed for testing at the Güssing plant.26 The
following syngas composition was inputted to the SOFC stack
model: 45.8% H2, 21.6% CO, 10.0% CH4, 21.2% CO2, 1.4% N2
vol %, dry basis, and 25.7% H2O vol %, wet basis.5
Numerous experiments have been carried out at the Delft Uni-
versity of Technology using a pilot scale 100 kWth atmospheric
pressure CFB gasifier. Experiments have been conducted using a
wide range of fuels, including various woods, miscanthus, and
straw. Reported syngas compositions from these experiments for
miscanthus gasification have been used in this work: 13.65% H2,
21.6% CO, 7.5% CH4, 2.0% C2Hy, 35.25% CO2, 13.0% N2 vol %,
dry basis,25 and 40% H2O vol %, wet basis.27 This miscanthus
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syngas was produced using a steam–oxygen mixture as the fluidiz-
ing agent and plain sand as the bed material. To bring the syngas
molar composition to 100%, the difference was added to nitrogen
7% as it is inert and because its content was approximated due to
measurement difficulties during the experiments.27
SOFC stack.— The 100 kW ac CHP tubular SOFC stack devel-
oped by SPGI was selected and modeled. This stack has been oper-
ated for over 36,000 h to date.28 Referring to Fig. 1, the operation of
the stack is as follows: The oxidant stream is fed via injector tubes,
placed centrally in each SOFC to the closed end of the cells. The
oxidant then flows back through the annular space formed by the
cathode surface and the injector tube to the open end. The oxidant is
electrochemically reacted with the fuel supplied to the anode as it
flows over the cathode surface. Cleaned fuel gas is supplied to the
ejector where it is mixed with depleted fuel from the recirculation
plenum. This anode recycle loop provides the steam and heat re-
quired for the steam reforming process. The mixed fuel then passes
through the prereformers, which convert the higher hydrocarbons
and a small portion of CH4 adiabatically to H2 and CO. The partially
reformed fuel enters the internal reformers, and using the heat gen-
erated by the exothermic electrochemical reactions occurring in the
SOFC stack, it is reformed further. The fuel then flows along the
anode surface from the closed end to the open end, parallel to the
direction of the oxidant flow and is electrochemically oxidized, gen-
erating electricity and increasing the temperature of both streams. A
portion of the depleted fuel is recycled, the quantity of which de-
pends on the required steam to carbon ratio STCR, and the remain-
der is reacted with the depleted oxidant in the combustion plenum.
The generated heat serves to preheat the incoming oxidant stream in
the injector tubes. Air is sufficiently preheated before reaching the
outlet of the alumina tube, avoiding the destruction of the cell by a
steep temperature gradient.20 The high temperature exhaust gas may
then be utilized in a district heating system.
SOFC Stack Model
Model flowsheet description.— With reference to Fig. 2, the
stream “SYNGAS” is fed to the “COMP1” block, the fuel compres-
sor and its discharge pressure was set by assuming a pressure ratio:
Pfuel/PSOFC = 3.16 Syngas composition and thermodynamic condi-
tion were inputted; its mole flow rate depends on the specified stack
power or for variable power, it is set depending on the specified
current density j. The syngas is preheated in the block “FUEL-
HEAT” and its exit stream enters the “EJECTOR,” where it is mixed
with the recycled depleted fuel. The pressure of stream 4 is de-
creased to slightly above atmospheric pressure PSOFC and is di-
rected to “COOLER1.” The two blocks COOLER1 and “PRERE-
FOR” represent the stack prereformers. COOLER1 sets the
prereforming temperature, which is calculated by a design specifi-
cation, which varies the temperature of COOLER1 until the net heat
duty of PREREFOR equals zero, i.e., adiabatic. The gas is cooled
simulating the endothermicity of the steam reforming process. The
following chemical reactions, assumed to reach equilibrium, were
specified in the PREREFOR block
Steam reforming:CnHm + nH2O ↔ m/2 + nH2 + nCO 1
Water–gas shift:CO + H2O ↔ CO2 + H2 2
The prereformed fuel stream 6 enters “ANODE,” where the re-
maining CH4 is reformed, CO is shifted, and H2 is oxidized. In an
SOFC, the following reactions occur
Cathode half reaction:0.5 O2 + 2e− → O2− 3
Anode half reaction:H2 + O2− → H2O + 2e− 4
Overall reaction:H2 + 0.5 O2 → H2O 5
The oxygen ion O2− is the charge carrier in an SOFC. It is trans-
ported through the electrolyte to the anode side where it reacts with
H2 to produce electrons e−. This cannot be modeled in Aspen Plus;
therefore, the overall reaction was used in the simulation. Reactions
1, 2, and 5 were specified in the ANODE block, and it was assumed
that they reach equilibrium at the operating temperature Top
= 1183.15 K. The stream “AIR” is fed to “COMP2,” the air com-
pressor, and its discharge pressure was set to PSOFC. The air com-
Figure 1. SOFC stack flow diagram.
Figure 2. Color online Aspen Plus
model flowsheet.
B976 Journal of The Electrochemical Society, 157 7 B975-B981 2010
Downloaded 05 May 2010 to 83.71.40.86. Redistribution subject to ECS license or copyright; see http://www.ecsdl.org/terms_use.jsp
position and thermodynamic condition were inputted, and the molar
flow rate is set by varying the air flow until the air utilization factor
Ua = 0.167.8,21 The compressed air is preheated in “AIRHEAT” and
its exit stream enters “HEATX1” where it is preheated further by the
hot combustion plenum products. Stream 15 enters the “CATH-
ODE” block, whose function is to separate out the O2 required for
the electrochemical reaction nO2,consumed. The block O2 split fraction
O2,split is set using the following equations
nH2,in = nH2,syngas + 1nCOsyngas + 4nCH4,syngas + . . . 6
Uf =
nH2,consumed
nH2,in
7
nO2,consumed = 0.5nH2,consumed 8
O2,split =
nO2,consumed
nO2,in
9
First, nH2,in is calculated, where nH2,syngas is the molar flow rate of
H2 contained in SYNGAS, 1nCOsyngas is the molar flow rate of H2
that could be produced from the CO in SYNGAS, and
4nCH4,syngas is the molar flow rate of H2 that could be produced
from the CH4 in SYNGAS and the same applies to the higher hy-
drocarbons. Next, nH2,consumed is determined with the known Uf.
nO2,consumed is then found using Eq. 8, and finally, O2,split is calcu-
lated using Eq. 9. The required O2 is directed to the ANODE block.
The temperature of the depleted air stream 17 is brought up to Top
in HEATER2. The heat is supplied by the electrochemical reaction,
which was simulated by taking a heat stream Q3 from HEATER2
to ANODE. Stream 7 enters the block “SPLIT,” whose function is to
split the stream into a recycle and a stream directed to the combus-
tion plenum. The split fraction is determined by a specified STCR,
defined as the molar ratio of steam to combustible carbon. Excess
steam as well as increasing the concentration of H2 and CO2 inhibits
the formation of carbon. Carbon deposition not only represents a
loss in the system but results in the deactivation of catalysts and
decreases the activity of the anode by clogging the active sites. The
depleted fuel and oxidant are fed to “POSTCOMB” where complete
combustion of the remaining fuel occurs. The heat generated is rep-
resented by the heat stream Q5, which is fed to “HEATER1,” whose
function is to set the combustion products temperature. Finally, the
combustion products stream 11 serve to preheat the incoming air
in the HEATX1 block. The temperature of the stack exhaust stream
12, which may be utilized in a district heating system, is also de-
termined.
Voltage calculation.— The cell voltage was calculated by first
applying the Nernst equation, Eq. 10 in Table I, and then subtracting
the various losses, including ohmic, activation, and concentration
Table I. Voltage calculation equations.
Reversible Nernst voltage
Nernst equation
VN = −
g¯f
2 · F
+
Rg · Tavg
2 · F
ln
PH2·PO2
0.5
PH2O 10
Ohmic loss
Anode
Vohm_A =
j · AA ·  · Dm2
8 · tA 11
Cathode
Vohm_C =
j · C · Dm2
8 · tC
· AA + 21 − A − B
12
Electrolyte Vohm_E = j · E · tE 13
Interconnection
Vohm_int = j · int · Dm
tint
wint 14
Activation loss
Anode
1
Ract_A
=
2 · F
Rg · Top
· kAPH2P0 
m
exp − EA
Rg · Top

15
Cathode
1
Ract_C
=
4 · F
Rg · Top
· kCPO2P0 
m
exp − EC
Rg · Top

16
Concentration loss
Anode
Vconc_A = −
Rg · Top
2 · F
ln 1 − Rg · Top/2 · FtA/Daneff · yH20 · PSOFCj1 + Rg · Top/2 · FtA/Daneff · yH2O0 · PSOFCj	 17
Cathode
Vconc_C = −
Rg · Top
4 · F
ln
PSOFC/O2 − PSOFC/O2 − yO20 PSOFCexpRg · Top/4 · FO2 · tC/Dcateff · PSOFCjyO20 · PSOFC  18
Actual voltage
V = VN − Vohm + Vact + Vconc 19
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losses. g¯f is the molar Gibbs free energy of formation J/mol at
standard pressure 1 bar, 2 represents the number of electrons pro-
duced per mole of H2 fuel reacted, F is the Faraday constant C/
mol, Tavg is the average temperature between the SOFC inlet and
outlet streams K, Rg is the molar gas constant J/mol K, and Pi is
the partial pressure bar of gaseous component i. The partial pres-
sures were taken as average values of the anode and cathode inlet
and outlet streams. The gas composition changes along the length of
the SOFC anode and cathode, and thus, the Nernst voltage and cur-
rent vary with axial direction; the zero-dimensional model devel-
oped predicts the outlet gas composition, hence, the reason for using
the average partial pressure values.
The ohmic loss, which is the voltage loss due to the resistance to
electron flow through the electrodes and interconnection and the
resistance to ion flow through the electrolyte, was calculated using
Eq. 11-14.29 These equations have been used in many
studies6,7,10,29-33 to simulate the ohmic loss for SPGI tubular SOFC
systems. In addition, the operating cell voltage predicted by Song et
al.29 agrees very well with published SPGI data. The equations take
into account realistic electron/ion paths. The angle related to the
extent of electrical contact is A radians, while the angle B radians
is related to the interconnection. The resistivity terms A, C, E,
and int were determined using the temperature-dependent relations
proposed by Bessette et al.15 given in Table II. Dm is the mean
diameter of the cell m, calculated from the geometry parameters
given in Table II, the t terms represent cell component thickness m,
and wint is the interconnection width m. Interface resistances con-
tact resistances were neglected. The ohmic loss is especially impor-
tant for tubular SOFCs as it is the dominant loss due to long current
flow paths.
The activation loss due to the slow or sluggish kinetics of the
electrochemical reaction was determined using semiempirical corre-
lations, Eq. 15 and 16.36 The Ract terms represent specific resistances
 m2 at both the anode and the cathode. The activation voltage
loss Vact was evaluated by multiplying the specific resistance terms
by jA/m2. The pre-exponential factors kA and kC determined ex-
perimentally are listed in Table II. The partial pressures Pi bar
were taken as average values of the anode and cathode inlet and
outlet streams. P0 is a reference pressure and was taken as 1 bar; the
influence of partial pressure is accounted for by the slope m. The E
terms are activation energies and are listed in Table II. The activa-
tion voltage loss is less significant in SOFCs compared to other fuel
cells due to the high operating temperature.
The concentration loss due to mass transfer limitations in the
porous electrodes was modeled using Eq. 17 and 18.37 Equations 17
and 18 were derived using Fick’s law of diffusion with both ordinary
and Knudsen diffusion considered. Both types of diffusion were
accounted for by calculating effective diffusion coefficients for the
anode and cathode Daneff and Dcateff. The explanation of the
methods for calculating diffusion coefficients is beyond the scope of
this paper. Fuller et al.’s method39 was applied to determine the
ordinary binary diffusion coefficients, and the method reported by
Chan et al.37 was used to calculate the Knudsen diffusion coeffi-
cients and the overall effective diffusion coefficients. The anode and
cathode effective diffusion coefficients and O2 were calculated us-
ing the equations reported by Chan et al.37 The yi
0 terms in Eq. 17
and 18 are the gas molar fractions in the bulk flow, taken as the
average values of the anode and cathode inlet and outlet streams.
This loss is low unless the current density is high and the fuel and
air concentrations are low, caused by high utilizations. Costamagna
and Honegger40 have shown that at high fuel utilization anodic po-
larization increases due to both activation effects and diffusion limi-
tations. Under these conditions, the limiting current may be reached
reducing the fuel cell voltage to very low levels.
Finally, the actual voltage V was calculated using Eq. 19, which
is simply the Nernst voltage less the sum of the voltage losses. The
voltage calculations were carried out using a design specification,
which varies the input fuel flow rate until the dc power Pel,dc
= VI equals a specified value base case of 120 kW. However, for
known current I, as was the case for the current density sensitivity
analysis, a calculator block sets the input fuel flow using
nH2,in =
I
2FUf
·
3600
1000
20
nfuelin =
nH2,in
yH2 + yCO + 4yCH4 + . . .
21
where nfuelin is the input fuel flow kmol/s and yi is the molar
fraction of gaseous component i in the input fuel. The voltage and
dc power are then calculated. In both cases, the gross and net ac
efficiencies lower heating value LHV basis are determined. The
gross ac efficiency is defined as
el,gross =
Pel,ac
nfuelin · LHVfuel
22
where Pel,ac is the ac power kW, nfuelin is the molar flow rate of
input fuel kmol/s, and LHVfuel is the lower heating value of the
input fuel kJ/kmol. The net ac efficiency is defined as
el,net =
Pel,ac − Pcomp
nfuelin · LHVfuel
23
where Pcomp is the electrical power requirement of the fuel and air
compressors kW. The procedure for implementing the aforemen-
tioned equations in Aspen Plus was as follows: In the design speci-
fication or calculator block, the variables required for the calcula-
tions were defined. Then, Fortran code was written; the constants
were inputted and the equations were entered. When the user runs
the model, the defined variables are accessed and plugged into the
equations along with the constants and the results are outputted on
the Aspen Plus control panel screen.
Model validation.— Validation of the model against published
data for the SPGI 100 kW CHP SOFC stack operating on natural gas
was carried out.
During validation runs, the model inputs were as follows:16,24
1. Natural gas composition mol %: CH4 81.3%, C2H6 2.9%,
C3H8 0.4%, C4H10 0.2%, N2 14.3%, and CO2 0.9%.
Table II. Input parameters.
Geometry parameters17,34,35
Cell length/outer diameter m 1.5/0.022
Anode thickness tAm 0.0001
Cathode thickness tCm 0.0022
Electrolyte thickness tEm 0.00004
Interconnection thickness tintm 0.000085
Interconnection width wintm 0.009
Material properties
Anode resistivity A  m 15 2.98  10−5 exp−1392/Top
Cathode resistivity C  m 15 8.114  10−5 exp600/Top
Electrolyte resistivity E  m 15 2.94  10−5 exp10350/Top
Interconnection resistivity int  m 17 0.025
Ohmic loss29
A/B 0.804/0.13
Activation loss36
Pre-exponential factor kA A/m2 2.13  108
Pre-exponential factor kC A/m2 1.49  1010
Slope m 0.25
Activation energy EA/EC J/mol 110000/160000
Concentration loss
Electrode pore radius rm37 5  10−7
Electrode porosity /tortuosity 	 38 0.5/5.9
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2. Operating pressure PSOFC/ejector pressure ratio: 109,431
Pa/3.
3. Operating/anode and cathode exhaust temperature Top:
1183.15 K.
4. Input air/fuel temperature: 630/200°C.
5. Uf/Ua/STCR:0.85/0.19/1.8.
6. dc power Pel,dc/dc to ac inverter efficiency: 120 kW/92%.
The model’s results agree well with published data see Table
III. There is only a slight difference for voltage, current density, and
efficiency. Zhang et al.24 used a very different method for calculat-
ing the voltage to the one applied in this work. They used semi-
empirical correlations developed using a reference polarization
curve. For comparison, Campanari16 reports a voltage and current
density of 0.69 V and 1800 A/m2 and a net ac efficiency of 48.5%.
These results compare well with this work.
Results and Discussion
The model was run using the syngas compositions for wood and
miscanthus fuel given in the Biomass gasification systems section of
this paper. The input data was kept the same as that for validation
with the following exceptions: fuel temperature = 300°C, Ua
= 0.167, and STCR = 2.5.10 As expected, stack performance was
better on natural gas than syngas. For the wood, gross and net effi-
ciency reduced to 43 and 37.52%, respectively, at j = 1828.6
A/m2. For the miscanthus, the gross and net efficiency reduced to
41.65 and 33.25%, respectively. The drop in efficiency for the syn-
gas fuel is attributed to the increased required fuel and air input,
which is due to the lower quality of the fuel gas and also decreased
power. Even with this performance decrease, the efficiency achieved
is much higher than that of traditional biomass systems. The syngas
exits the gasifier at 800°C; its temperature at the entrance to the
SOFC stack is determined by the gas cleaning system utilized. Gas
cleaning systems typically operate at a temperature of 300°C,
which explains the assumed elevated fuel temperature. The high
input air temperature 630°C, which is the air temperature after the
initial preheating step block AIRHEAT Fig. 2, is achieved by uti-
lizing the stack exhaust 830°C for base case.
Figure 3 displays the voltage characteristics of a single tubular
SOFC fed with wood syngas. Very similar trends exist for the mis-
canthus syngas case; therefore, only the wood syngas results are
presented. The miscanthus results are provided as supplementary
material.41 The predicted voltage characteristics are consistent with
the phenomena for tubular SOFCs: Nernst voltage =  0.9 V,
ohmic loss is dominant, activation loss is less significant in SOFCs
due to high temperature, and concentration loss is the least signifi-
cant but increases rapidly at high current density. Voltage character-
istics were better for wood than miscanthus due to greater voltage
losses in the miscanthus case. For example, at a typical j of
1900 A/m2, the cell voltage for wood syngas is 0.66 V and for
miscanthus syngas it is lower at 0.637 V.
Effect of current density.— Figure 4 shows that j has a signifi-
cant influence on the system. Similar trends were seen for both
fuels; therefore, only the plot for the miscanthus syngas case is
presented. The results for the wood syngas case are provided as
supplementary material.41 Increasing j lowers both the voltage and
efficiency but increases power. Voltage is reduced as a result of
increased losses, as shown in Fig. 3. Efficiency drops substantially
35% for both fuels due to higher parasitic power and energy
Figure 3. Color online SOFC voltage characteristics vs current density for
wood syngas.
Figure 4. Color online Effect of current density on voltage, power, and
efficiency for miscanthus syngas.
Table III. Model validation.
Published data24 Model results
Voltage V 0.7 0.683
Current density A/m2 1780 1828.6
Pre-reforming temperature °C 536 535.1
Pre-reformer CH4 conversion fraction 0.259 0.25
Cathode inlet temperature °C 821.32 823.7
Combustion products temperature °C 1012.35 1012.3
Stack exhaust temperature °C 833.85 833.7
Anode exhaust gas composition mol % H2 11.6, CO 7.4, H2O 50.9, CO2 24.9, N2 5.1 H2 11.6, CO 7.4, H2O 50.9, CO2 24.9, N2 5.1
Cathode exhaust gas composition mol % O2 17.7, N2 82.3 O2 17.7, N2 82.3
Stack exhaust gas composition mol % H2O 4.5, CO2 2.3, O2 15.9, N2 77.3 H2O 4.5, CO2 2.3, O2 15.9, N2 77.3
Gross ac efficiency LHV % 52 51.28
Net ac efficiency LHV % — 49.15
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input. Power increases to a maximum and then decreases. Fuel cells
are usually operated to the left of this point. It is desirable with
regard to operating costs, to operate the stack at high voltage and
efficiency; however, it is also desirable with regard to capital costs,
to operate the stack at high power. Therefore, there must be a trade-
off between voltage, efficiency, and power. The stack operates with
better performance on wood syngas compared to miscanthus syngas.
The miscanthus syngas fed to the stack had a much lower H2 content
and higher CO2, H2O, and N2 contents than the wood syngas, which
caused the reduction in performance. It also meant that a much
higher fuel flow rate was required for the miscanthus case.
Effect of STCR.— The effects of changes in STCR are displayed
in Fig. 5. Only the results for the wood syngas case are displayed;
the same trends were seen for miscanthus syngas. The miscanthus
results are provided as supplementary material.41 STCR has a sub-
stantial impact on the prereformer; the inlet temperature increases
by approximately 320°C over the STCR range for both cases due to
the recirculation of more high temperature depleted fuel. As a result,
the anode temperature rises and causes greater CH4 conversion 0–
92.2% and 0–97% for wood and miscanthus, respectively. The high
temperature and greater amount of steam available promotes the
steam reforming of CH4 via Eq. 1. This reaction is endothermic; the
forward reaction is favored as temperature increases. Increasing
STCR had a negative impact on voltage and efficiency, which was
due to the change in the anode temperature and gaseous component
partial pressures causing the Nernst voltage to decrease and the volt-
age losses to rise. It is therefore desirable to operate the stack at low
STCR; however, it should be high enough to inhibit carbon forma-
tion. Significant carbon deposition is expected for biomass gas at
lower temperatures; therefore, steam addition is essential.42
Effect of fuel utilization factor.— Figure 6 depicts the influence
of Uf on stack performance for miscanthus syngas fuel. The cell
voltage decreases with Uf due to increased voltage losses. The input
fuel required to achieve the desired power decreases with Uf be-
cause more of the fuel energy is converted to electricity rather than
heat. Efficiency increases significantly 17% as a result of the
reduced fuel input. The amount of recirculated fuel decreases with
Uf as less fuel needs to be recirculated to meet the specified STCR
due to the increased H2O content in the depleted fuel. As a result of
less high temperature depleted fuel being recirculated, the
prereformer/anode temperature drops. The cathode and stack ex-
haust temperatures are dependent on the combustion temperature,
which is determined by the amount of fuel available to the combus-
tion plenum. At low Uf, more of the fuel is available for combustion;
therefore, the temperatures are high, and as Uf increases, the tem-
peratures decrease. The SOFC stack should be operated at high Uf
but below the level where the concentration loss increases to a high
degree.
Effect of air utilization factor.— The influence of Ua on the sys-
tem for wood syngas is shown in Fig. 7. The cell voltage and gross
efficiency decrease with Ua and the current density increases. The
influence of Ua is much less significant than that of Uf. The net
efficiency rises and reaches a peak value at a Ua of 20% and then
decreases. For this reason, SOFCs should be operated in the Ua
range of 16–20%. As displayed in Fig. 7b, the stack temperatures
Figure 5. Color online Effect of STCR for wood syngas.
Figure 6. Color online Effect of fuel utilization factor for miscanthus fuel
on a voltage, efficiency, and input fuel flow and b pre-reformer/anode
temperature, cathode temperature, combustion temperature, stack exhaust
temperature, and recirculated fuel.
Figure 7. Color online Effect of air utilization factor for wood fuel on a
voltage, efficiency, and current density and b cathode temperature, combus-
tion temperature, stack exhaust temperature, and input air flow.
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rise with Ua because at high Ua, less air is fed to the stack, which
means there is less N2 and excess O2 for cooling in the combustion
plenum.
Conclusions
A model of the SPGI 100 kW CHP tubular SOFC stack was
developed using Aspen Plus. The objective of the work, which was
to develop a computer simulation model of a BG-SOFC CHP sys-
tem capable of predicting system performance under various oper-
ating conditions and using diverse fuels, was achieved. The model
uses existing Aspen Plus unit operation blocks with minimum re-
quirements for the linking of a subroutine, thus, reducing complex-
ity and ensuring short computational times. It was validated against
published data. The effects of varying j, STCR, Uf, and Ua values on
SOFC stack performance were investigated for the stack operating
on wood and miscanthus syngas. The results indicate that there must
be a trade-off between voltage, efficiency, and power with respect to
j and that the stack should be operated at low STCR and high Uf.
Also, the stack should be operated at a Ua of 20%. Operation on
biomass syngas was compared to natural gas operation and, as ex-
pected, performance degrades. Better stack performance was ob-
served for wood syngas compared to miscanthus syngas, the main
reason being the higher H2 content of the wood syngas.
The reduction in efficiency seen in syngas operation is attributed
to increased required fuel and air input, which is due to the lower
quality of the fuel gas and also to decreased power. Even with this
performance decrease, the efficiency achieved is much higher than
that for traditional biomass systems, making this technology very
promising.
Dublin Institute of Technology assisted in meeting the publication costs
of this article.
List of Symbols
A constant used in Eq. 11 and 12
B constant used in Eq. 12
Daneff anode effective diffusion coefficient, m2/s
Dcateff cathode effective diffusion coefficient, m2/s
Dm cell mean diameter, m
E activation energy, J/mol
F Faraday constant, C/mol
g¯f molar Gibbs free energy of formation, J/mol
I current, A
j current density, A/m2
k pre-exponential factor Eq. 15 and 16, A/m2
LHVfuel lower heating value of input fuel, kJ/kmol
m slope Eq. 15 and 16
n molar flow rate, kmol/s
Pcomp electrical power requirement of the fuel and air compressors, kW
Pel,ac electrical ac power, kW
Pel,dc electrical dc power, kW
Pfuel input fuel pressure, Pa
Pi partial pressure of gaseous component i, bar
PSOFC SOFC operating pressure, Pa
P0 reference pressure, bar
r electrode pore radius, m
Ract specific resistance,  m2
Rg molar gas constant, J/mol K
t cell component thickness, m
Tavg average temperature, K
Top SOFC operating temperature, K
Ua air utilization factor
Uf fuel utilization factor
V voltage, V
w cell component width, m
yi molar fraction of gaseous component i
yi
0
molar fraction of gaseous component i in bulk flow
Greek
O2 constant used in Eq. 18
 electrode porosity
el,gross gross ac efficiency
el,net net ac efficiency
	 electrode tortuosity
 resistivity,  m
Subscripts
act activation
A anode
C cathode
conc concentration
E electrolyte
int interconnection
N Nernst
ohm ohmic
i gaseous component
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